


System Specifications

*Note: System performance shown is typical and is dependent upon EL sizing, options desired, and loading of the system.

INPUTS 120v, 208v, 240v, 277V AC INPUT | OUTPUT kw 1
OUTPUTS 120v, 208v, 240V, 277V PROFILE VOLTAGE VOLTAGE HERTZ kV A SERIES
TECHNOLOGY  No Break, Seamless Transfer 5 A=120 A-120 X=60 1572 EL/PSC
RANGES 1.5kW - 18kW 2/3
RUNTIMES Standard 90 Minutes
Alternate runtimes available (10 minutes - 8 hours). Consult factory. 415
MTBF 100,000 - 200,000 Hours 5 R=208 / 120 R=240/ 120 X=60 25/35 EL/PSC
WAVEFORM Sine Wave 3/4
SAFETY Input Breaker, Inherent Current Limit
Lightning, Harmonic Attenuation Transient Protected 35/5
BATTERY Sealed, Maintenance-Free, 15-Year Warranty 5 M=208 /240 |Z=120/208/240] X=60 415 EL/PSC
BATTERY Automatic, High-Rate, 3-Stage Charger J=277 J=277 5/6
CHARGER Less Than 24 Hour Recharge
REGULATION 3% Output Voltage iy
INPUT RANGE ~ +10% to -15% 6/8
719
8/10
Dimensions and Weight 013
INVERTER DIMENSIONS (inches w/d/h) Weight 12715
208V /240 V 277V 14.5117
15535 2T 67 268* 15718
4 ©/28/30 375 455 16/ 19
5-54 22/32/ 44 564 674 18 /20
6-8 22/32/44 674 784 Example: 5MZX-8kW-EL/PSC Input Voltage: 208/240  Frequency: 60Hz
10-145 331/:361/52 995 16 Power: 8 kW Output Voltage: 120/208/240 PS&C SeriesEL
6-8 33/36/52 5 ©45 Note: Consult PS&C for customer applicationsandother voltage configurations.

*For 1.5 - 3.5kW range, add 7 inches to height for 277v models.

Battery Module

Battery Weight Battery Weight
. . . Enclosure
including Battery Cabinet KW MAXIMUM
SHIPPED ON CASTERS, 15-4 upto 5, Tpole bresker*
PRE-WIRED AND PRE-TESTED
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Optional Wall-Mount
Maintenance Bypass Switch
DIMENSIONS WEIGHT o7
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15-25 25 B

*1.5 - 3.5kW requires optional distribution module.
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